A ER-INC)

Chinese Optics B

Analysis of multi-factor influences of tilt-to-length coupling noise in a test mass interferometer
ZHAO Meng-yuan, SHEN Jia, PENG Xiao-dong, MA Xiao-shan, YANG Zhen, LIU He-shan, MENG Xin, ZHANG Jia-feng

Citation:

ZHAO Meng-yuan, SHEN Jia, PENG Xiao-dong, MA Xiao-shan, YANG Zhen, LIU He-shan, MENG Xin, ZHANG Jia-feng.
Analysis of multi—factor influences of tilt—to—length coupling noise in a test mass interferometer]J]. Chinese Optics, 2025, 18(3): 704—
714. doi: 10.37188/CO.EN-2024-0031

BB, Yo, 2R, SHIRI, AR, XML, o, sk A BRI R SRR & M 1 2 I Z R T P
J62#, 2025, 18(3): 704-714. doi: 10.37188/C0.EN-2024-0031

View online: https://doi.org/10.37188/CO.EN-2024-0031

Articles you may be interested in

Noise suppression of laser jitter in space laser interferometer
ZE RO T B0 R S S Ml B 52
Chinese Optics. 2021, 14(6): 1426 https://doi.org/10.37188/C0.2021-0045

Optical design of space gravitational wave detection telescope
23 [E) 5 | JJ PRI BRI o6 RGBT
Chinese Optics. 2022, 15(4): 761 https://doi.org/10.37188/C0.2022-0018

Multi—channel phase measurement system for the space laser interferometry
TE 1] 25 (RO I 04 22 Tl AR I B R 58
Chinese Optics. 2023, 16(5): 1089 https://doi.org/10.37188/C0.2022-0258

Time—delay interferometry for space—based gravitational wave detection
T 7] R A5 | 39 PR ) i T SEE3R8 FPHR
Chinese Optics. 2021, 14(2): 275 https://doi.org/10.37188/C0.2020-0098

Interferometry of double—sided polished wafer and error analysis
XU A 8 I A b 22 70
Chinese Optics. 2023, 16(4): 916  https://doi.org/10.37188/C0.2022-0226

Research advances in adaptive interferometry for optical freeform surfaces
S 1 e T 3 A T Tt
Chinese Optics. 2021, 14(2): 227 https://doi.org/10.37188/C0.2020-0126


http://www.chineseoptics.net.cn
http://www.chineseoptics.net.cn
http://www.chineseoptics.net.cn
http://www.chineseoptics.net.cn/cn/article/doi/10.37188/CO.EN-2024-0031
http://www.chineseoptics.net.cn/cn/article/doi/10.37188/CO.2021-0045
http://www.chineseoptics.net.cn/cn/article/doi/10.37188/CO.2022-0018
http://www.chineseoptics.net.cn/cn/article/doi/10.37188/CO.2022-0258
http://www.chineseoptics.net.cn/cn/article/doi/10.37188/CO.2020-0098
http://www.chineseoptics.net.cn/cn/article/doi/10.37188/CO.2022-0226
http://www.chineseoptics.net.cn/cn/article/doi/10.37188/CO.2020-0126

8% 3 rhEDGE: (Hrsesg) Vol. 18 No.3
202545 H Chinese Optics May 2025

XEHS 2097-1842(2025)03-0704-11

Analysis of multi-factor influences of tilt-to-length coupling noise in a
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Abstract: For space-borne gravitational wave detection missions based on the heterodyne interferometry
principle, tilt-to-length (TTL) coupling noise is an important optical noise source, significantly influencing
the accuracy of the measurement system. We present a method for analyzing TTL coupling noise under the
joint influence of multiple factors. An equivalent simulated optical bench for the test mass interferometer was
designed, and Gaussian beam tracing was adopted to simulate beam propagation. By simulating the interfer-
ence signal, it can analyze the impact of various factors on the TTL coupling noise, including positional,
beam parameters, detector parameters, and signal definition factors. On this basis, a random parameter space
composed of multiple influential factors was constructed within a range satisfying the analysis requirement,
and the corresponding simulation results from random sampling were evaluated via variance-based global
sensitivity analysis. The calculated results of the main and total effect indexes show that the test mass rota-
tion angle and the piston effect (lateral) significantly influence the TTL coupling noise in the test mass inter-
ferometer. The analysis provides a qualitative reference for designing and optimizing space-borne laser inter-

ferometry systems.
Key words: space interferometry; optical simulation; tilt-to-length coupling noise
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1 Introduction

The detection of gravitational waves in space
has gained significant international attention, driven
by its ability to identify a wide range of detectable
wave source frequencies and diverse wave sources.
Several representative missions, such as Laser Inter-
ferometer Space Antenna (LISA)!, Taiji®, and
Tiangin®), are expected to launch in the next decade
and achieve remarkable detection sensitivities. In
those space-based gravitational wave detection mis-
sions, split heterodyne interferometry™! has been ad-
opted, enabling the measurement of distance vari-
ations caused by gravitational waves between two
test masses separated by millions of kilometers. The

so-called science interferometers are utilized for

doi: 10.37188/C0O.EN-2024-0031
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measuring distance variations between satellites,
while test mass interferometers are employed for
measuring distance variations between the optical
bench with respect to the test mass™. Notably, both
types of interferometers are susceptible to a specific
type of optical noise known as tilt-to-length (TTL)
coupling noise, which arises due to beam tilt during
measurement. The beam jitter received by the tele-
scope in the interferometer and the test mass’s rota-
tion in the test mass interferometer can lead to TTL
coupling noise, for instance®®. Presently, it stands
as the second most significant entry in the metro-
logy error budget of LISA-like missions, following
shot noise!”. Hence, fully comprehending this noise’
s characteristics is paramount for effectively recog-
nizing, suppressing, and subtracting the noise as

needed.


https://doi.org/10.37188/CO.EN-2024-0031
https://doi.org/10.37188/CO.EN-2024-0031
https://doi.org/10.37188/CO.EN-2024-0031
https://doi.org/10.37188/CO.EN-2024-0031
https://doi.org/10.37188/CO.EN-2024-0031
https://cstr.cn/32171.14.CO.EN-2024-0031
https://cstr.cn/32171.14.CO.EN-2024-0031
https://cstr.cn/32171.14.CO.EN-2024-0031
https://cstr.cn/32171.14.CO.EN-2024-0031
https://cstr.cn/32171.14.CO.EN-2024-0031

706 REYEE (FP3ES0)

#18 %

Presently, researchers focus on two primary
areas in investigating TTL coupling noise. The first
aspect involves analyzing the factors contributing to
the noise, employing theoretical analysis or numer-
ical simulation methods. Theoretical analysis of
TTL coupling noise involves deriving analytical ex-
pressions of path length signals under various influ-
ential factors. Previous studies have provided qualit-
ative and quantitative explanations of both geomet-
ric® and non-geometric mechanisms!'”? of TTL
coupling. Some research focused on specific condi-
tions related to the cancellation of TTL and found
that geometric optics alone cannot accurately de-
scribe the characteristics of TTL coupling noise!™”..
Further studies explored the impacts of beam para-

10,11

meters!'" '), signal definition!'”, and wavefront aber-

5161 on TTL coupling noise. Requirements

rations!
for telescope wavefront aberration!*'”! and the ef-
fect of low-order aberrations were also analyzed™®.
The second aspect entails exploring strategies to
suppress the TTL coupling noise through optical
design or data processing techniques for noise sub-
traction. Imaging systems have been effectively util-
ized to suppress TTL coupling noise. Studies have
demonstrated significant noise suppression using
dual-lens or four-lens imaging systems®’” ", Addi-
tionally, simulations have provided insights into
subtracting TTL coupling noise through linear re-
gression methods and Bayesian inference!'*>'1,

The above research mainly focused on deriv-
ing analytical expressions for analyzing TTL coup-
ling noise induced by individual factors, developing
imaging systems aimed at noise suppression, and
utilizing data processing techniques for noise ex-
traction. The innovative contribution of this paper
lies in its introduction of a methodology capable of
analyzing multiple influential factors and discern-
ing their individual impact by assigning a ranking.
As a demonstration, we implemented this methodo-
logy in the test mass interferometer of a LISA-like
mission.

Following this introduction, Section 2 intro-

duces the definition of TTL coupling. Section
3 presents the configuration for simulating TTL
coupling and compares the simulated results with
data obtained from an experiment. Subsequently,
Section 4 presents the methodology for analyzing
multiple influential factors. Based on this, Section
5 delves into an analysis incorporating multiple
factors using the simulation results. Finally, Section
6 summarizes the primary contributions of this pa-

per and outlines future work.

2 The definition of TTL coupling

A fundamental feature of TTL coupling is the
additional path length readout signal generated in
the interferometer due to the beam’s jitter. Under the
assumption of geometrical optics, where both inter-
fering beams are considered geometric rays, the
noise can be defined by the optical path length dif-
ference (OPD) value. However, the interfering
beams are not simple geometric rays in actual inter-
ferometers. This implies that non-geometric effects
cannot be disregarded. In such instances, the inter-
ferometer will use the longitudinal path length sig-
nal (LPS) to detect any additional changes in path
length. In space-based gravitational wave detection
missions, the quadrant photodiodes (QPD) are used
as detectors. These have different combinations of
signals from its four segments, resulting in various
definitions for the LPS. Notably, the LPF (LISA
pathfinder) and AP (averaged phase) definitions are
widely employed™:

1
LPSLPF:%(CA'FCB‘FCC-"CD) ’ (1)

1
LPS p = @(arg(CA) +arg(Cp)+
arg(Cc) +arg(Cp)) (2)

where k represents the wavenumber (2m/A), 4 de-
notes the beam's wavelength. Meanwhile, the vari-
ables Cy, Cp, C¢, and Cj, refer to the complex elec-

tric field on each quadrant of the QPD.
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3  Simulation method and verification

To analyze TTL coupling noise, numerical
simulations were implemented first and subsequ-
ently applied to the test mass interferometer. The
results were then validated through an experiment.
This section primarily concentrates on the simula-
tion of TTL coupling noise within the test mass in-
terferometer. It is divided into two subsections. The
first subsection outlines the simulation configura-
tion utilized in this paper to simulate TTL coupling
noise. The second subsection compares the simula-
tion results and experimental data, demonstrating
the accuracy of the simulation.

3.1 Simulation method

The software employed in this study for simu-
lation purposes is one that we developed in Ref. [22],
which addresses geometric and non-geometric TTL
coupling. The reference and measurement beams are
treated as fundamental Gaussian beams for the test
mass interferometer simulation. Their propagation
can be easily described using the g-parameter and
ray transfer matrix, which facilitates the computa-
tion of the complex electric field detected by the
QPD, allowing for the determination of the LPS,
i.e., Eq. (1) and Eq. (2).

Based on the concept of split heterodyne inter-
ferometry and the simulation software we develo-
ped, an equivalent simulated optical bench for the
test mass interferometer has been designed in this
paper, taking into account the motion of the freely
suspended test mass, schematically shown in Fig. 1
(color online). The beam from the laser is split into
two beams by a beam splitter (BS). The reference
beam is transmitted to the mirror (M) for reflection,
while the other is directed towards the test mass and
reflected off its surface. The reference and measure-
ment beams are recombined at the beam splitter
(BS) and interfere at the QPD.

In Fig. 1, the left upper corner shows the co-

ordinates of the optical bench, with the detailed co-

ordinates and normal vectors of every optical com-

ponent in Table 1.
y
I—»x
z

Laser

BS

2.

Fig. 1 Schematic diagram of the simulated optical bench

for the test mass interferometer

Tab.1 The type, position, and orientation of each com-
ponent in the simulated optical bench used to

analyze TTL coupling

Center coordinate
cm

Label Component Name Normal Vector

Laser Laser (0,0,0) (1,0,0)
BS Beam splitter (25,0,0) (-1,0,0)
M Mirror (25,50,0) (0,-1,0)
™ Test mass (50,0,0) (1,0,0)

QPD  Quadrant photodiode (25,-25,0) (0,1,0)

The use of this optical configuration enables
the simulation of various factors affecting TTL
coupling noise in the test mass interferometer. The
influential factors have been classified into four dis-
tinct categories: positional factors, beam parameters,
detector parameters, and signal definition. Position-
al factors include beam offset, piston effect, test
mass shift, and test mass rotation, as depicted in
Fig. 2. The beam offset refers to the displacement
between the measurement beam and the reference
beam caused by misalignment. When the center of
rotation of the test mass does not coincide with the
reflection point of the beam on the test mass surface,
the piston effect arises, which can be characterized
by two parameters: the lateral parameter and the
longitudinal parameter. In space-based gravitational
wave detection, changes in the position and orienta-

tion of the test mass lead to TTL coupling. There-
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fore, these changes are considered as test mass shift
and rotation angle. Beam parameters account for
variations in beam waist and the distance from the
waist of the measurement fundamental Gaussian
beam. Regarding the detector parameter factor, TTL
coupling noise arises because the signal cannot be

fully detected due to the presence of slits in the

Measurement beam

Offset |
Reference beam

QPD. This analysis focuses on the TTL coupling
caused by QPD slits. The presence of QPD slits al-
ters the definition of LPS. Unlike positional factors,
beam parameters, and detector parameters, this type
of factor affects TTL coupling not through input
parameters but rather through how the detected sig-

nals are combined, as shown in Eq. (1) and Eq. (2).

Center of rotation (CoR) R i o
¥ i :I Lateral shift
o T

......... !

Longitudinal shift

Point of reflection (PoR)

(2)

effect; (c) the test mass shift and rotation

3.2 Simulation verification through an experiment

The simulation software developed and em-
ployed in this study has undergone verification with
IfoCAD, a toolkit created by the Albert Einstein In-
stitute, as discussed in Ref. [22]. To gain deeper in-
sight into its accuracy, this subsection undertakes a
comparative analysis between the simulation out-
comes and experimental data.

Figure 3 (color online) depicts the schematic il-
lustration of the experimental setup. The measure-
ment and reference beams, denoted by blue and red
lines, respectively, share identical beam parameters
since they originate from the same laser. After pa-
ssing through acousto-optical modulators (AOMs),
their frequencies diverge. As shown in Figure 3, the
reference beam is reflected by a stationary mirror
(labeled "Ref M"), whereas the measurement beam
is reflected by a fine steering mirror (FSM). The
FSM is intentionally rotated to achieve the rotation
of a test mass, where the center of rotation does not
coincide with the beam's reflection point on the
FSM surface. The detectors employed in this setup
are four-channel phasemeters. Consequently, this

experimental configuration results in a TTL signal

Rotat@

(©)

Fig. 2 Schematic illustration of positional factors. (a) The offset between the measurement and reference beam; (b) the piston

arising from the piston effect when the FSM rotates.

BS
M
I AR
p e
A I BRetM
AOM, /. PBS 1
22 4% b [OFsm

Fig.3 Schematic diagram of the experimental setup.
Components included: acousto-optical modulator
(AOM), polarizing beam splitter (PBS), half wave
plate (4/2), quarter wave plate (1/4), beam splitter
(BS), stationary mirror (Ref M), fine steering mir-
ror (FSM)

The simulation utilized the experimental para-
meters to compute the LPS signal, adopting the
same rotation angles as those used in the experi-
ment. Table 2 outlines the physical parameters in-
volved. Subsequently, the experimental and simula-
tion data are graphically represented in Figure 4
(color online), and Table 3 provides the relative er-
ror of the LPS for various rotation angles.

The average relative error between the simula-
tion results and experimental data has been calcu-
lated to be 3.14%. The discrepancies observed in
TTL coupling noise between the simulated and ex-

perimental data can be attributed to several factors.
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First, the simulation model may incorporate as-
sumptions and simplifications that fail to fully en-
capsulate the intricacies and non-ideal aspects of the
actual system. Second, unaccounted-for experiment-
al conditions, such as environmental disturbances,
may have introduced measurement errors. Addition-
ally, the system parameters’ precision and the simu-
lation model’s accuracy can further affect the con-

sistency between the two datasets.

Tab. 2 Physical parameters list

Parameter description Value
Reference beam waist 0.5 mm
Distance from reference beam waist 0

Reference beam frequency 2.8195%10® MHz +120 MHz

Measurement beam waist 0.5 mm

Distance from measurement beam waist 0 mm

2.8195x10°* MHz +

Measurement beam frequency 120 MHz+1.6 MHz

QPD radius 1 cm
QPD slit size 50 um
1x10°
8
7 | == Experimental data
6 Simulated data
g 5
g
» 4r
53t
2 L
1 L
0

100 150 200 250 300 350 400
Rotation angle/prad

Fig. 4 Comparison of experimental data and simulation
data

Tab.3 Comparison of rotation angle (urad) and relat-

ive error (%)

Rotation angle (urad) Relative error (%)

100 3.78
200 2.84
300 3.69
400 224

4  Method of multiple factor analysis

In practical applications, TTL coupling noise

typically arises due to the combined influence of
multiple factors. Analyzing the LPS becomes com-
plex and challenging when these factors act simul-
taneously. In such cases, numerical simulation of-
fers a viable alternative approach. Through employ-
ing the numerical simulation introduced in Section
3, it is possible to comprehensively analyze the ef-
fects of various factors on TTL coupling noise and
obtain accurate estimations of the LPS. This simula-
tion-based approach provides valuable insights into
the behavior and characteristics of TTL coupling
noise in real-world scenarios, enabling researchers
to develop effective strategies for its recognition,
suppression, and subtraction in practical applica-
tions.

The method used to analyze the multiple
factors involved is built on the fundamental concept
of employing random parameters within a defined
and reasonable range of those that affect the TTL
coupling. By generating a diverse set of random
parameter combinations, the simulation captures the
variability of real-world scenarios. Based on the
simulation, the variance-based global sensitivity
analysis method was used to assess the sensitivity of
the TTL coupling noise to each parameter. The ana-
lysis calculates the main effect index S and the total
effect index Sy for each parameter, providing quant-
itative measurements of their influences on the TTL
coupling noise. Therefore, this method enables the
identification of the key factors that significantly
impact TTL coupling noise when multiple factors
operate simultaneously. By systematically examin-
ing the main and total effect indices, researchers can
prioritize the factors that contribute the most to TTL
coupling noise and focus their efforts on mitigating
their impact.

The main effect index S; quantifies the extent
to which an individual influential factor, x; contrib-
utes to the variation in the output variance of the
system. A higher S; value indicates a stronger influ-
ence of that particular factor on the TTL coupling

noise. On the other hand, the total effect index St as-
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sesses the collective contribution of all influential
factors to the overall variation in the output vari-
ance. This index considers the factor's direct effect
and its interactions with other factors. A larger Sy
value indicates a more significant combined influ-
ence of all the factors on the TTL coupling noise.
By evaluating both S, and St, researchers can gain a
comprehensive understanding of each influential
factor’s relative importance and impact, enabling
them to prioritize and address the critical factors in
their efforts to suppress TTL coupling noise. It
should be noted that S; and St serve as indicators of
the relative importance of various factors affecting
TTL coupling noise rather than direct measures of
the impact on the interferometer’s final design ac-
curacy.

The calculations of S, and Sy are calculated as

follows!>24:;
V. (E,(ylx))
= HAERI 3
S V() ’ )
E. »
Sp = v, (Vi Olx.) , 4

V()

where V represents variance, E represents mathem-
atical expectation, and x; represents the i-th influen-
tial factor, with ~ indicating all influential factors
except the i-th. y represents the corresponding LPS.
To address the challenges in directly calculat-
ing equations Eq. (3) and Eq. (4), commonly em-

ployed approximation methods are utilized™*°:
1 N
Vo (E,Ol) = 5 D F(B),(F(AB), = f(A)). (5
J=1

1 N

E. (Vi Olv) = 55 2 (F(4), - FAB),)” . (6)

j=1

The step-by-step algorithm for analyzing mul-
tiple factors is as follows:

Step 1: Randomly generate a sampling matrix
of size Nx2n in the parameter space, where N is the
number of sampling points and # is the number of
parameters that influence the TTL coupling noise.

Step 2: Using the first n columns of the Nx2n

matrix as matrix 4 and the last n columns as matrix
B. The parameter order of matrix B must be consist-
ent with that of matrix A4.

Step 3: Construct a matrix AB; of size Nxn,
where i =1, 2,--+, n. The i-th column of 4B, is the i-
th column of matrix B, and the other columns are
the columns of matrix 4 except for the i-th column.

Step 4: Calculate the corresponding LPS for
random parameter matrices 4, B, and 4B,;.

Step 5: Calculate the main and total effect in-
dexes based on Eq. (5) and Eq. (6).

5 Results and analysis

In this section, the method introduced in Sec-
tion 4, is employed to analyze the characteristics of
TTL coupling noise when multiple factors act sim-
ultaneously. The simulated optical setup presented
in this section is illustrated in Fig. 1.

First, a sampling matrix containing parameters
influencing TTL coupling was generated. For con-
venience, Table 4 presents the parameter space, de-
tailing the range of each parameter, which satisfies

the requirements of Taiji.

Tab.4 Parameter space for multiple factor analysis

Factors Parameter Range
Beam offset (0 pm, 100 pm)
Piston effect (lateral) (0 mm, 1 mm)
Piston effect (longitudinal) (0 mm, 1 mm)
Positional
Test mass lateral shift (0 pm, 100 pum)
Test mass longitudinal shift (0 pm, 100 pum)
Rotation angle (0 prad, 100 prad)
Measurement beam waist (0.5mm, 1 mm)
Beam
parameter The distance from the waist (0 mm, 50 mm)
of the measurement beam
Detector .
parameter QPD slit (0 pm, 100 pum)

For 10,000 simulations, parameters were ran-
domly chosen from the parameter space with a uni-
form distribution, and the corresponding LPS were
computed using both LPF and AP definitions. Their

respective histograms are illustrated in Fig. 5.
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Fig. 5 Histograms of LPS with LPF and AP definitions in 10,000 simulations

Based on the simulation results, the LPS using
the AP definition spans a range from —9.1285x
10° pm to 7.6925x10° pm, while the range is
—7.9348x10° pm to 9.6939x10° pm with the LPF
definition. Fig. 3. also indicates that the highest
range of LPS signal with the LPF definition is
from —1x10° pm to Opm (1033 occurrences),
whereas, for the AP definition, this range is from
0to 1x10° pm (1,088 occurrences). Within the
10,000 simulations, the maximum absolute value
and minimum absolute value for both signal defini-

tions are detailed in Table 5.

Tab.5 Maximum (absolute value) and minimum (abso-
lute value) of the LPS with both LPF and AP in

10,000 simulations

Signal definition Maximum Minimum
LPF 9.6939x10° pm 6.4400 pm
AP 9.1285x10° pm 14.7801 pm

Table 5 shows that the minimum absolute
value of LPS is approximately 10 pm under both
signal definitions. However, while setting paramet-
er values may theoretically result in minimal noise,
the practical feasibility of achieving such condi-
tions remains uncertain.

Subsequently, the simulation data can be util-
ized to compute the main effect index S; and the
total effect index St for both signal definitions. The
results are presented in Tables 6 and 7, respectively,

and are also depicted visually in Figures 6 and 7 to

provide a clear and intuitive representation.

Tab. 6 Main effect index S; and total effect index Sy for
different parameters (LPF definition)

Factors Parameter M St
Beam offset 0.00037 0.00023
Piston effect (lateral) 0.01516 0.21815
Piston effect (longitudinal)  8.8911x107 5.3478x10”°
Positional
Test mass lateral shift —0.00096 0.00217
Test mass longitudinal shift —1.0968x107 5.9016x10"
Rotation angle 0.75350 0.99122
Measurement beam waist 0.00081 0.00240
Beam
parameter Distance from Ehe . 5.8822%10°  3.1740x107
measurement beam’s waist
Detector QPD slit 000017 0.00028
parameter
Main effect index S, and total effect index S;
for different parameters (LPF definition)
1.0
09
0.8
0.7
0.6 1
0.5+
04+
03
02F = S1
0.1 I = ST
0 -
—0.1 N L < L < L L L L N L L N
. z . N
F& 0&& \3,«&\%«\& & S o
FEFETE S &
53 g\@ & & .@b & \\o@ 4@%
o3 &
ST TS
3 & &D% N‘b% & &
X & &K
¥ & &
<L &
S
S
&
Parameters

Fig. 6 Visualization of the main effect index (S;) for the
LPF definition
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Main effect index S, and total effect index Sy
for different parameters (AP definition)
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Fig. 7 Visualization of the total effect index (St) for the
AP definition

Tab.7 Main effect index S; and total effect index Sy for

different parameters (AP definition)

Factors Parameter M St
Beam offset 0.00093 0.00047
Piston effect (lateral) 0.01409 0.21586

Piston effect (longitudinal) 1.6607x10°¢ 5.29173x107°
Positional
-0.00117

Test mass lateral shift 0.002 14

Test mass longitudinal shift —1.6703x107 7.6198x10™"

Rotation angle 0.75988 0.99156
Measurement beam waist 0.00085 0.00039
Beam
parameter Distance from Ehe ' 21826%10°  5.2593x10°
measurement beam’s waist
Detector QPD slit 0.00073 0.00035
parameter

As previously mentioned, the role of S; is to
rank the importance of input variables. When the
LPF definition is used, the ranking of S| in descend-
ing order of importance is: rotation angle, piston ef-
fect (lateral), test mass lateral shift, measurement
beam waist radius, measurement beam offset, QPD
slit, measurement beam waist position, piston effect
(longitudinal), and test mass longitudinal shift. As
for the AP definition, the ranking of S; in descend-
ing order of importance is: rotation angle, piston ef-
fect (lateral), test mass lateral shift, measurement
beam offset, measurement beam waist radius, QPD
slit, measurement beam waist position, piston effect
(longitudinal), and test mass longitudinal shift. It

can be seen that there is no significant difference in

the order of S| between the two definitions.

On the other hand, Sy serves to simplify the
model parameters. When the LPF definition is ap-
plied, the value of St in descending order is: rota-
tion angle, piston effect (lateral), measurement beam
waist radius, test mass lateral shift, QPD slit, meas-
urement beam offset, measurement beam waist posi-
tion, piston effect (longitudinal), and test mass lon-
gitudinal shift. For the AP definition, the ranking of
St in descending order is: rotation angle, piston ef-
fect (lateral), test mass lateral shift, measurement
beam waist radius, measurement beam offset, QPD
slit, measurement beam waist position, piston effect
(longitudinal), and test mass longitudinal shift. It
can be seen that S| and St of the LPF definition have
slightly different rankings, but the overall trend is
roughly the same, while for the AP definition, the
S and St rankings defined by AP are exactly the
same.

According to the analysis of S; and S, it can be
concluded that regardless of which signal definition
is used, the S, and Sy values of rotation angle and
lateral piston effect are much larger than those of
other factors. Therefore, these two factors have the
greatest impact on LPS. Additionally, the effects of
measurement beam waist position, longitudinal pis-
ton effect, and testing mass longitudinal shift on
LPS are minor. For further analysis, the parameter
space was expanded by 50% and reduced by 50%,
and the main effect index S, and the total effect in-
dex Sr were calculated again. The conclusion re-
mained the same. This means that in practice, ef-
forts should be made to control the rotation of the
test mass and keep its center of mass as close as
possible to its geometric center to reduce the piston
effect.

6 Conclusion

This paper proposes a method to analyze the
impacts of multiple factors on TTL coupling noise

using random parameters. A simulated optical bench
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was constructed based on the principle of test mass
interferometer, supporting the simulation of various
noise-affecting factors, and validated with experi-
mental data. The simulation and analysis cover posi-
tional factors, beam parameters, detector paramet-
ers, and signal definition. With parameters were ran-
domly drawn from reasonable ranges, 10000 simu-
lations were carried out. Then, the simulation data
were used for the variance-based global sensitivity

analysis, where sensitivity indices were calculated to

identify the key factors impacting TTL coupling
noise, namely, test mass rotation angle and lateral
piston effect. This conclusion offers key knowledge
for system design and optimization. The forthcom-
ing research will primarily concentrate on the prac-
tical application of the proposed method to study
TTL coupling noise in scientific interferometers.
Additionally, further experiments will be conducted
to verify the accuracy of the analysis results ob-

tained through this method.
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